TANK CLEANING LANCES
FEATURES AND BENEFITS
METALLIC/ WELDED SOLUTIONS
• Custom CIP lances/wands, dip tubes, tube manifolds, spray rings and more designed and fabricated to your exact requirements
• Materials of construction: 316L stainless steel, Hastelloy®, AL6XN® and other exotics
• Welders and weld/fabrication procedures BPVC Sect. IX compliant as required by the ASME® BPE

NON-METALLIC SOLUTIONS
• Non-metallic materials available upon request, including: Polypropylene, PVDF, PTFE and more
• Plastics and elastomers available with FDA or USP Class VI certificates
• GMP manufacturing procedures and fabrication

SPECIFICATIONS

<table>
<thead>
<tr>
<th>Model</th>
<th>Tank Cleaning Lances</th>
</tr>
</thead>
<tbody>
<tr>
<td>Nozzles:</td>
<td>All TankJet® nozzles and spray balls</td>
</tr>
<tr>
<td>Connection:</td>
<td>Select NPT or BSPT connections, cam lock connections, raised face flanges or tri-clamp fittings</td>
</tr>
<tr>
<td>Pipe/tube size and length:</td>
<td>Custom</td>
</tr>
<tr>
<td>Materials:</td>
<td>Specify material for each component — stainless steel, PTFE, PVDF, brass, polypropylene</td>
</tr>
</tbody>
</table>

ORDERING INFORMATION

Call your local spray expert for application assistance or to place an order.

Tank cleaning lance with unique constant speed TankJet D40159 for cleaning and rinsing

Tank cleaning lance with TankJet 6353 nozzle for gentle rinsing

Tank cleaning lance with TankJet 63225 spray ball